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Release Sheet 

Carrier Electronic Catalog Customer Suite v20091002 replaces v20090904. 

SOFTWARE DESCRIPTION 

The Carrier Electronic Catalog Suite automatically installs all Carrier Electronic Catalog (E-CAT) programs using a 
single installation file.  This is an alternative to downloading and installing individual E-CAT programs one by one. 

The October 2, 2009 Electronic Catalog Suite release automatically installs the following programs: 

 X-Builder Framework v1.04  Fan Coil Builder v3.29g 
 AHUBuilder v6.02  Packaged RTU Builder v1.19L 

 Air Terminal Builder v1.09c  Self-Contained Units Builder v2.09f 
 Applied RTU Builder v2.05  Separate Sales Coil Selection v1.06 
 Commercial Split Systems Builder v1.14  Unit Ventilator Builder v1.11 

  Water Source Heat Pump Builder v4.19o 

Programs marked with the symbol  have been updated since the September 4, 2009 release. 

INSTALLATION PROCEDURES 

Installation via Internet Download 

 Download the ecat-cec20091002.exe file from the Internet site and save it in a folder on your hard disk.  Note 
that the download file size is approximately 190 MB.  A fast internet connection is necessary to efficiently 
download this file. 

 Run Windows Explorer and double-click on the ecat-cec20091002.exe file.  This launches the program installer.  
 Follow the installation instructions that appear on your screen.  
 Note AutoDesk Volo View Express® must also be installed for certain E-CAT programs to function correctly.  

AutoDesk Volo View Express® can be downloaded from the internet site.  

Installation via E-CAT CD 

 Insert the E-CAT CD-ROM in your CD drive. 
 Run Windows Explorer and double-click on the cdsetup.exe file.  This launches the program installer.  
 Follow the installation instructions that appear on your screen.  
 Note AutoDesk Volo View Express® must also be installed for certain E-CAT programs to function correctly.  

AutoDesk Volo View Express® can be downloaded from the Carrier internet site.  

Running the Program 

Use the following procedure to run the program: 
 From the Windows desktop press Start, choose Programs and then choose Carrier E-CAT/E20-II programs.  
 In the Carrier E-CAT/E20-II Programs group click Carrier Electronic Catalog v1.04.  From Electronic Catalog 

you can run all other E-CAT programs. 

Minimum Computer Requirements: 

 Hard Disk Space: Up to 556 megabytes when installing software for the first time.  The hard disk space 
requirement is much smaller when updating existing versions of the software. 

 Random Access Memory: At least 128 megabytes (256 megabytes recommended). 
 Display Monitor: At least VGA with 600x800 resolution and 256 colors. 
 Operating System: Windows 98, 2000, XP, Vista or Windows NT (with service pack 4 or later). 
 Autodesk Volo View Express® 
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Customer Suite 

Version 20091002 

Release Sheet 

INSTALLATION PROCEDURES (continued) 

Note: Certain E-CAT programs require you to install the current version of Autodesk Volo View Express® 
programs.  This program can be downloaded from the E-CAT download table on the internet site.  Volo View 
Express® (copyright Autodesk, Inc.) is freely distributed by Autodesk, Inc. as its drawing viewer. Any redistribution 
of Volo View Express® must be in compliance with the Software License Agreement that is displayed during the 
Volo View Express® installation. 

PREVIOUS VERSION INFORMATION 

If your computer contains the prior versions of the Carrier E-CAT programs, the E-CAT Suite will automatically 
replace the prior version when installed.  As a result it is not necessary for you to uninstall the prior version before 
installing the E-CAT Suite.  Exceptions only exist for a major version change or a new program and in that case the 
prior version can be uninstalled before or after installing the E-CAT Suite. 

In the October 2 Customer Suite all releases are minor program updates. 

NOTES 

1. Release Sheets.  Release sheets for individual Electronic Catalog programs are found in the "E-CAT Product 
Selection Programs" down load table on the internet site.  These sheets describe new program features. 

2. Adobe Acrobat.  Adobe Acrobat Reader v4.05 or later is required to view certified drawings in certain E-CAT 
programs.  If Acrobat Reader is not yet installed on your computer, the latest version can be downloaded from 
www.adobe.com/products/acrobat and then installed. 

http://www.adobe.com/products/acrobat


X Builder Framework

v1.04
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Release Sheet 

X Builder Framework v1.04 replaces v1.03s 

PROGRAM DESCRIPTION 

X Builder Framework is the underlying software which serves as the “framework” tying all Electronic Catalog and 
E20-II programs together.  It can also be used as a central launch portal for all Electronic Catalog software.  The 
software appears as "Carrier Electronic Catalog" on the Start/Programs Menu. 

X Builder Framework v1.04 includes the following change:  
 Added a new "Update All Tags" feature.  When a Builder program is updated existing tags for that Builder have 

their status automatically changed to "Needs Attention".  Previously each tag had to be opened and saved to 
return it to "Valid" status and allow the tag to be used in reports.  The "Update All Tags" feature will 
automatically check all tags in a project having "Needs Attention" status and revalidate them if possible.  This 
feature can therefore provide large time savings when managing tags in a project.  There are two ways to use this 
feature: 

1. While running Carrier Electronic Catalog, click on a project name in the project tree and then click the 
“Update All Tags” button in the right-hand pane: 

2. While running a Builder, click on the project name in the project tree, and then click the "Update All Tags" 
button on the toolbar: 

Note this feature will not revalidate AHUBuilder tags because this is not yet a Level 3 Builder.  That revalidate 
capability will be added in the future as this Builder is upgraded. 

In addition, the following problems were fixed in X Builder Framework v1.04:  
 The Remove Program feature failed to remove the tab in the Program\Options window for a program, if one 

existed. When X Builder Framework v1.04 is installed it will clean up by removing any program tabs from the 
Program\Options window for programs that have been removed. 

 When running on a computer using a non-English version of Windows, Equipment Schedules could not be 
displayed if they included data from a Builder whose version number included a letter (e.g., 3.29d)  

Please refer to the X Builder Support Notes in the Software/Program Downloads section of the web site, or from 
Carrier Electronic Catalog’s “Welcome” screen for more information. 

INSTALLATION PROCEDURES 

Installation via Internet Download 
To perform a full program install, please use the following procedure: 
 Download the ecat-xbf104.exe file from the internet site and save it in a folder on your hard disk. 
 Close any other programs running on your desktop computer. 
 Run Windows Explorer and double-click on the ecat-xbf104.exe file.  This launches the program installer. 
 Follow the installation instructions, which appear on your screen.  After installation you may be asked to reboot. 

Running the Program 
Use the following procedure to run the program: 
 From the Windows desktop press Start, choose Programs and then choose Carrier E-CAT/E20-II programs. 
 In the Carrier E-CAT/E20-II Programs group click on the Carrier Electronic Catalog v1.04 icon. 
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INSTALLATION PROCEDURES (continued) 

Minimum Computer Requirements: 

 Hard Disk Space: 30 megabytes. 
 Random Access Memory: 128 megabytes minimum, 256 megabytes recommended. 
 Display Monitor: At least VGA with 600x800 resolution and 256 colors. 
 Operating System: Windows 98, 2000, XP, Vista or Windows NT (with service pack 4 or later) 

SPECIAL NOTES 

1. Adobe Acrobat, AutoDesk VoloView.  Certain X Builder Framework components depend on Adobe Acrobat 
Reader and Autodesk Voloview drawing viewer.  These components are included in the CD installs, but may 
need to be downloaded and installed separately if you are installing from the internet and your computer does not 
yet contain this software. 



AHU Builder

v6.02
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Release Sheet 

AHU Builder v6.02 replaces v6.01. 

UPDATE DESCRIPTION 

AHUBuilder Version 6.02 includes the following change: 
 High performance plenum fan wheels have replaced the existing plenum fans for size 72 – 110. 

In AHUBuilder Version 6.02, the following problems were corrected:  
 The ERV Exhaust Fan performance screen had numbers instead of the proper text on all the buttons. 
 Fan/Coil performance did not operate correctly in Metric units. 
 Fan/Coil Schedules could not be customized. 
 Fan/Coil performance screens did not properly accept changes to input limits entered on the “Change Limits” 

screen. 
 39M size 03 to 61 Plenum fan acoustics had the values for discharge sound and casing sound reversed. 
 Fan/Coil performance could not be calculated in Engineering mode. 
 Errors occurred when specifying 2-speed fans for 39S units. 
 The part numbers for 24AB condensing units contained some discrepancies. 

INSTALLATION PROCEDURES 

Installation via Internet Download 

To perform a full program install, please use the following procedure: 
 Download the ecat-sd3602.exe file from the Internet site and save it in a folder on your hard disk.  
 Run Windows Explorer and double-click on the ecat-sd3602.exe file.  This launches the program installer.  
 Follow the installation instructions that appear on your screen.  
 Note that X Builder Framework and AutoDesk Volo View Express® must also be installed for AHUBuilder to 

function correctly.  Both can be downloaded from the internet site. 

Running the Program: 

 From the Windows desktop press Start, choose Programs and then choose Carrier E-CAT and E20-II programs.  
 Then choose Individual Product Builders. 
 Finally click on the AHUBuilder v6.02 item.  

Minimum Computer Requirements: 

 Hard Disk Space: 30 megabytes (for program and submittal drawing managers)  
 Random Access Memory: At least 32 megabytes 
 Display Monitor: At least VGA with 600x800 resolution and 256 colors.  
 Operating System: Windows 98, ME, 2000, XP, Vista or Windows NT (with service pack 4 or later).  
 E-CAT/E20-II Configuration Services v2.1 
 Autodesk Volo View Express® 

Note: X-Builder Framework and Autodesk Volo View Express® programs should be installed prior to installing and 
running AHU Builder.  Both can be downloaded from the internet site.  Volo View Express® (copyright Autodesk, 
Inc.) is freely distributed by Autodesk, Inc., as its drawing viewer. Any redistribution of Volo View Express® must 
be in compliance with the Software License Agreement which is displayed during the Volo View Express® 
installation. 
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PREVIOUS VERSION INFORMATION 

1. AHUBuilder v6.02 replaces v6.01 when it is installed.  Therefore, it is not necessary to uninstall v6.01 before 
installing v6.02.  

2. Existing AHUBuilder v6.01 projects are available immediately.  No data conversion is required.  

3. Project data from AHUBuilder 5.90 through 5.99a can be imported into v6.02, via the “Convert from prior 
version…” item on the AHUBuilder File menu.  

4. Project Archives from AHUBuilder 5.90 through 5.99a can be Retrieved directly into AHUBuilder 6.02. 

SPECIAL NOTES 

1. XBuilder  The latest version of X Builder Framework should be installed before installing AHU Builder. 

2. AutoDesk VoloView Express® must be installed in order to view DXF template drawings in the program. 

3. Windows 2000 Users.  When running the program on a computer using Windows 2000, on which Adobe Acrobat 
Reader has not been installed, the program will be unable to display AIRManager wiring diagrams but may not 
issue any error message.  The solution to this problem is to download the latest version of Adobe Acrobat Reader 
from www.adobe.com/products/acrobat and then install it. 

http://www.adobe.com/products/acrobat


Applied RTU Builder

v2.05
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Release Sheet 

Applied RTU Builder v2.05 replaces Applied RTU Builder v2.04 

PROGRAM DESCRIPTION 

Applied RTU Builder v2.05 includes the following changes: 
 Updated the product page to reflect latest logos for WeatherMaker & WeatherMaster 
 Added a note to the user interface indicating that a ducted return with at least 0.5" of static is required for the 

return fan option. 

In addition the following problems were corrected: 
 An invalid part number was generated when E-coated MCHX and Hot Gas Bypass options were selected on “A” 

series units. 
 The minimum airflow values for constant volume "P" series units were incorrect. 
 "A" series units with a horizontal configuration only allowed accessory exhaust options when a differential dry-

bulb economizer was selected.  The accessory exhaust options should be available for differential dry-bulb, 
differential enthalpy and OA enthalpy economizers. 

 Performance data for powered exhaust was incorrect if the power exhaust CFM was at its maximum value.  

INSTALLATION PROCEDURES 

Installation via Internet Download 

Use the following procedure to install the program: 
 Download the ecat-rtu205.exe file from the Internet site and save it in a folder on your hard disk. 
 Run Windows Explorer and double-click on the ecat-rtu205.exe file.  This launches the program installer. 
 Follow the installation instructions that appear on your screen. 
 Note: The current version of X Builder Framework and AutoDesk VoloView Express® should be installed prior 

to installing the Applied RTU Builder.  Both can be downloaded from the internet site. 

Running the Program 
Carrier Electronic Catalog can be used to launch Applied RTU Builder.  To start Electronic Catalog: 
 From the Windows desktop press Start, choose Programs and then choose Carrier E-CAT and E20-II programs. 
 In the Carrier E-CAT and E20-II Programs group choose the Carrier Electronic Catalog item.  From Electronic 

Catalog you can create new or edit existing rooftop tags via the Project tab, or you can directly launch the 
program via the Programs tab. 

Minimum Computer Requirements: 

 Hard Disk Space: 40 megabytes 
 Random Access Memory: At least 256 megabytes 
 Display Monitor: At least VGA with 600x800 resolution and 256 colors. 
 Operating System: Windows 98, 2040, XP, Vista or Windows NT (with service pack 4 or later).  
 The latest X Builder Framework should be installed prior to installing the Packaged RTU Builder.  
 AutoDesk VoloView Express® 

AutoDesk VoloView Express® and the latest X Builder Framework should be installed before running this program.  
Both can be downloaded from the internet site.  VoloView Express® (copyright Autodesk, Inc.) is freely distributed 
by AutoDesk Inc., as its drawing viewer.  Any redistribution of VoloView Express® must be in compliance with the 
Software License Agreement which is displayed during the VoloView Express® installation. 
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PREVIOUS VERSION INFORMATION 

1. When Applied RTU Builder v2.05 is installed it will automatically replace Applied RTU Builder v2.04.  There is 
no need to uninstall v2.04 before installing v2.05. 

2. Data from Fan Coil Builder v2.04 is immediately usable in v2.05.  No data conversion is required. 

SPECIAL NOTES 

1. XBuilder  The latest version of X Builder Framework should be installed before installing Applied RTU Builder.  

2. AutoDesk VoloView Express® must be installed in order to view DXF template drawings in the program.  



Air Terminal Builder

v1.09c
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Release Sheet 

Air Terminal Builder v1.09c replaces v1.09b 

UPDATE DESCRIPTION 
Air Terminal Builder v1.09c resolves the following issues: 
• Electric reheat was incorrectly allowed with proportional heating control types on Quick ship orders.  This option 

is not available on Quick ship. 
• When analog electronic controls with 3100 Temperature Responsive Control was selected, a message appeared 

stating the thermostat was included.  This message was incorrect.  The thermostat is not included in this case. 

INSTALLATION PROCEDURES 
Installation via Internet Download 
To perform a full program install, please use the following procedure: 
• Download the ecat-atb109c.exe file from the Internet site and save it in a folder on your hard disk. 
• Run Windows Explorer and double-click on the ecat-atb109c.exe  file.  This launches the program installer. 
• Follow the installation instructions which appear on your screen. 
• Note that the current X Builder Framework should be installed prior to installing Air Terminal Builder.  It can be 

downloaded from the internet site. 
Running the Program 
Carrier Electronic Catalog can be used to launch Air Terminal Builder.  To start Electronic Catalog: 
• From the Windows desktop press Start, choose Programs and then choose Carrier E-CAT and E20-II programs. 
• In the Carrier E-CAT and E20-II Programs group choose the Carrier Electronic Catalog item.  From Electronic 

Catalog you can create new or edit existing tags via the Project tab, or you can directly launch the program via the 
Programs tab. 

Minimum Computer Requirements: 
• Hard Disk Space: Up to 37 megabytes 
• Random Access Memory: At least 64 megabytes 
• Display Monitor: At least VGA with 600x800 resolution and 256 colors. 
• Operating System: Windows 98, 2000, XP, Vista or Windows NT (with service pack 4 or later). 
• The current XBuilder Framework should be installed prior to installing the Air Terminal Builder. 
• Autodesk Volo View Express® 

Please note that Air Terminal Builder requires that you download and install the current X Builder Framework and the 
AutoDesk VoloView Express® programs.  Both of these can be downloaded from the E-CAT download table on the 
internet site.  VoloView Express® (copyright Autodesk, Inc.) is freely distributed by AutoDesk Inc., as its drawing 
viewer.  Any redistribution of VoloView Express® must be in compliance with the Software License Agreement 
which is displayed during the VoloView Express® installation. 

PREVIOUS VERSION INFORMATION 
1. Air Terminal Builder v1.09c replaces v1.09b when it is installed.  Therefore, it is not necessary to uninstall 

v1.09b before installing v1.09c.  
2. Existing Air Terminal Builder v1.09b projects are available immediately.  No data conversion is required. 
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SPECIAL NOTES 
1. X-Builder Framework.  The current version of XBuilder Framework should be installed before installing Air 

Terminal Builder. 
2. Adobe Acrobat.  Adobe Acrobat Reader v4.05 or later is required to view certified drawings.  If this software has 

not yet been installed on your computer, download the latest version of Adobe Acrobat Reader from 
www.adobe.com/products/acrobat and install it. 

3. VoloView.  VoloView v2000-129 or later is required to view CAD templates from within Commercial Split 
Systems Builder.  If this software has not yet been installed on your computer, you can do so by running 
Windows Explorer, navigating to the \VOLO_NEW folder on the E-CAT CD and then double-clicking on the 
VVE2SETUP.EXE file.  Note that if you do not intend to view templates within Commercial Split Systems 
Builder, this software is not needed.  Many users display template drawings using a CAD system such as 
AutoCAD instead. 



Commercial Split Systems Builder

v1.14
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Commercial Split Systems Builder v1.14 

Release Sheet 

Commercial Split Systems Builder v1.14 replaces v1.13 

UPDATE DESCRIPTION 

Commercial Split Systems Builder v1.14 includes the following changes: 
 Added the 20, 25, and 30-ton Indoor 40RUA Puron unit sizes to the product line.  These currently only match 

with the 38AP Outdoor Puron condensing units.  Note that the unit size designations are 025 for 20 tons, 028 for 
35 tons and 030 for 30 tons. 

 Added two new accessories for the 38AP Outdoor condensing units: a vibration isolation package and low 
ambient control.  

INSTALLATION PROCEDURES 

Installation via Internet Download 

To perform a full program install, please use the following procedure: 
 Download the ecat-csb114.exe file from the Internet site and save it in a folder on your hard disk. 
 Run Windows Explorer and double-click on the ecat-csb114.exe  file.  This launches the program installer. 
 Follow the installation instructions which appear on your screen. 
 Note: AutoDesk VoloView Express® and the latest X Builder Framework should be installed prior to installing 

the Commercial Split Systems Builder.  Both can be downloaded from the internet site.  

Running the Program 
Carrier Electronic Catalog can be used to launch Commercial Split Systems Builder.  To start Electronic Catalog: 
 From the Windows desktop press Start, choose Programs and then choose Carrier E-CAT and E20-II programs. 
 In the Carrier E-CAT and E20-II Programs group choose the Carrier Electronic Catalog item.  From Electronic 

Catalog you can create new or edit existing tags via the Project tab, or you can directly launch the program via 
the Programs tab. 

Minimum Computer Requirements: 

 Hard Disk Space: Up to 50 megabytes 
 Random Access Memory: At least 64 megabytes 
 Display Monitor: At least VGA with 600x800 resolution and 256 colors. 
 Operating System: Windows 98, 2000, XP, Vista or Windows NT (with service pack 4 or later). 
 The latest XBuilder Framework should be installed prior to installing the Commercial Split Systems Builder. 
 Autodesk Volo View Express® 

Please note that Commercial Split Systems Builder requires that you download and install X Builder Framework and 
the AutoDesk VoloView Express® v2000-129 programs.  Both of these can be downloaded from the E-CAT 
download table on the internet site.  VoloView Express® (copyright Autodesk, Inc.) is freely distributed by 
AutoDesk Inc., as its drawing viewer.  Any redistribution of VoloView Express® must be in compliance with the 
Software License Agreement which is displayed during the VoloView Express® installation. 

PREVIOUS VERSION INFORMATION 

1. Installation.  Commercial Split Systems Builder v1.14 will replace v1.13 automatically.  It is not necessary to 
uninstall v1.13 before installing v1.14.  

2. Existing Projects.  Data created with Commercial Split Systems Builder v1.13 can be used in v1.14.  No data 
conversion procedures are required. 
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SPECIAL NOTES 

1. XBuilder.  The latest version of XBuilder Framework should be installed before installing Commercial Split 
Systems Builder. 

2. Adobe Acrobat.  Adobe Acrobat Reader v4.05 or later is required to view certified drawings.  If Acrobat Reader 
is not yet installed on your computer, the latest version can be downloaded from 
www.adobe.com/products/acrobat and then installed. 

3. AutoDesk VoloView Express® must be installed in order to view DXF template drawings in the program. 

http://www.adobe.com/products/acrobat


Fan Coil Builder

v3.29g



Packaged RTU Builder

v1.19L



SCU Builder

v2.09f



Separate Sales Coil Selection

v1.06



Unit Ventilator Builder

v1.11



WSHP Builder

v4.19o


